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A

STALEX

Werkzeugmaschinen

Gewinderollen fur FETTE T18

neuwertig — ab Lager

2x M4x0,7 B=8,0 mm 1x M16x1,0 B=12,5 mm
5x M6x1,0 B=6,0 mm 1x M16x1,5 B=12,0 mm
1x M6x1,0 B=8,0 mm 3x M16x1,5 B=16,0 mm
1x M6x1,0 B=11,5 mm 1x M16x2,0 B=21,5 mm
1x M6x1,0 B=12,0 mm 1x M17x1,0 B=8,0 mm
1x M8x1,0 B=8,0 mm 1x M18x1,0 B=8,0 mm
1x M8x1,0 B=10,0 mm 1x M18x1,5 B=10,0 mm
4x  M8x1,25 B=10,0 mm 1x M18x1,5 B=12,0 mm
1x M8x1,25 B=11,0 mm 2x  48-27 NPT B=10,0 mm
3x M8x1,25 B=12,0 mm 3x  Y8-27 NPT B=12,0 mm
1x M8x1,25 B=12,5 mm 2x Glg'-28 B=10,0 mm
2x M10x1,0 B=8,0 mm 3x Gu4-19 B=12,0 mm
1x M10x1,25 B=8,0 mm 2x 58-14 BSF B=10,0 mm
1x M10x1,5 B=18,0 mm 2x  116-20 UNF B=10,0 mm
2x M12x1,0 B=8,0 mm 1x 916-18 UNF B=10,0 mm
2x M12x1,0 B=10,0 mm 1x 916-18 UNF B=12,0 mm
2x M12x1,5 B=10,0 mm 1x Kugelrolle D=6,0 mm  B=8,0 mm
2x M14x1,5 B=10,0 mm 2x Randelrollen

1x M14x2,0 B=21,5 mm

1x M16x1,0 B=9,0 mm

Typ

1x Kugelrolle D=6,0 mm B=8,0 mm

2x Randelrollen 7,0-22,0 RAAL1,5

B=14,0 mm
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